
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

RM50  

Ownerôs Manual 



 

INTRODUCTION  
 

Thank you for your selection of this RM50 motorcycle. It represents high technology and reliability, the vehicle tail gas emission has reached the latest national 

emission standard, therefore it is a fairly environment-friendly motorcycle that may satisfy the demands of modern society. It has been manufactured technically 

in accordance with a lot of experience that our company obtained in manufacturing sports, race and tourist etc. vehicles. And it is just these experiences that 

have made this motorcycle take a large lead in the like products. This User's Manual will help you get to know the operating method of this model of 

motorcycle, and obtain the knowledge relating to operation, basic check-up, service and maintenance and etc. Please contact your dealer or appointed 

maintenance station when you have problems in use and maintenance. 

 

All configurations and parameters are for reference only, not contracted ones. Please refer to the actual configuration of the manufacturer. 

 

The product is designed and manufactured in accordance with the standard of GB7258-2004 "Safety Specifications for Operation of Vehicles", and the 

enterprise standard Q/ (PY) HNM-2005" 

 

Note 
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The following information appears as signs in this Instruction Manual  
 

This sign indicates procedures that must be followed to avoid immediate hazard to you.  

 

This sign indicates procedures that must be followed to avoid injury to you, other people or the motorcycle. 

 
 

This sign indicates procedures that must be followed to avoid damage to the motorcycle and yourself. 

This sign indicates procedures with further information. 

 

This User's Manual should be considered as part of the motorcycle and should be kept with the motorcycle for use in case of emergency. Even if 

this motorcycle is resold, it should also be kept with the motorcycle. Our company is endeavoring to improve product design and quality all the 

time. Therefore, when this User's Manual was being printed, it had already included the latest product information. As a result, it may not be 

exactly the same as the motorcycle you purchased. For any questions, please contact the dealer from whom the motorcycle was originally 

purchased or contact the appointed maintenance station. 

 

Be sure that you have read this User's Manual prior to driving  this motorcycle 

Danger 

Warning 

Notice 

Note 

Note 
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 Main points for safe riding  

 

 ̧ Please give clear signals in case of the situations listed below:  

Left turn Right turn  

 

 ̧ It's very dangerous to brake on a damp road. Please avoid any emergency brake to prevent slip of the motorcycle. When parking on a damp 

road, put on the brake slowly. 

 

 ̧ Slow down your motorcycle when approaching street corners or crossroads and accelerate only when having passed the turn . 

 

 ̧ Take cautions in riding while passing by side of a parked vehicle, because the vehicle driver may not notice your passing and open the door 

suddenly.  

 

 ̧ Rails, iron plates paved at a construction site or manhole covers are especially slippery when they are wet, please take care and lower your 

driving speed while passing these installations. Meantime, keep the motorcycle vertical, or otherwise it may slip.  

 

 ̧ Rinsing motorcycle will wet the brake shoe block and lower the brake performance, check if the brake is in good state before riding. 

 

 ̧ While driving the motorbike, you must wear safety helmet, gloves, preventive trousers (please fasten any ruffle part and part around the ankle 

of the trousers so that the trousers will not flap) as well as clothes with bright color 

 

 ̧ Do not load too many things on the motorcycle, or it will affect the stability of the motorcycle. Please refer to section " Tire ". Things should 

be fixed at the luggage carrier with rope. Loose load will also affect the stability of the motorcycle, as well as distract your attention on road 

situation. 

 

 ̧ Each time before riding your motorcycle, you need to check the performance related items, including: brake, steering, tire pressure, fuel, 

engine lubricating oil and rearview mirror. 

Danger 
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 Names of parts of the motorcycle 

 

1. Taillight / rear stop lamp   

2. Exhaust muffler  

3. Storage battery (fuse included)  

4. Main stand 

5. Main switch (seat pad lock included) 

6. Headlamp  

7. Kickstand 

8. Front wheel 

9. Front fender 

10. Rearview mirror 

11. Trunk 

12. Seat 

13. Fuel tank cap  

14. Starting lever  

15. Rear wheel 

 

For vehicle color, style and equipment, refer to 

the real motorcycle  
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 Motorcycle identification  
 
VIN  number 
 
VIN number is stenciled on the main beam tube at its left lower position and 

in the middle part of the frame 

 

Engine number 

Engine number is stamped on the left upper part of the left crankcase. 
 

 
Please learn by heart your engine number so that when you are 

purchasing parts from a dealer, you can get the components for 

this type of motorcycle quickly. 

 Functions of the controllers 
 
Main switch 
 
The main switch controls the ignition and nose locking system. The operation 

method is the following: 

 

: The power is switched on the and you can start the engine. When the 

switch is turned to this position, the key can not be pulled out. 

 

All the power supply is cut off. When the switch is turned to this 

position, the key can be pulled out. 

 

 

: This position can lock the steering handle 

and cut off all power supply. When the switch is 

turned to this position, the key can be pulled 

out. For operation details, please refer to section 

"Steering lock" (Page 7).  

 

When not riding the motorcycle, turn the key to ñ ò or ñ ò 

position and pull out the key. 

 

Note 

Note 
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 Indicator  

1. Turn signal indicator: When the turn signal 

lamp switch functions, this indicator flashes. 

 

2. High beam indicator: when the motorcycle 

uses high beam lamp, this indicator is on. 

 

Speedometer 

Speedometer can display the riding speed of the 

motorcycle (in mph). It is equipped with a mile 

meter that may add up your riding mileage. 

 

 

 

Oil capacity indicator 

Oil capacity indicator can display the gasoline 

capacity inside the gasoline tank. When gasoline 

capacity decreases, oil gauge pointer will move 

from ñFò (FULL) position to ñEò (EMPTY) 

position. Please timely refill the oil when the 

pointer moves to the red zone or ñEò position. 

Handlebar switch 

 

1. High and low beam switch  

       

2. Turn signal lamp switch 

 

3. Horn switch  

 

 

 

High and low beam switch 

When using high beam, turn the switch to ñ    ò position. When using low 

beam , turn the switch to ñ   ò position. 

 

Turn light switch 

To send out right turn signal, push the switch to ñ   ò. To send out left turn 

signal, push the switch to ñ    ò. The switch will automatically return to the 

central position when it is released. To turn off the turn signal light, push down 

the reset button in the middle after the switch returns to the central position, . 

 

Horn switch:   

Press this button and the horn will promptly send out sounds. 

 

 

Refill the oil timely before the gasoline inside the gasoline 

tank is used up. The pointer of oil capacity indication meter 

can give right indication only when the main switch is in 

ñ ò position. 

 

 

 

Lighting switch 

 

When the lighting switch is on ñǻò position, all the 

illuminating lamps will be off. Shift the lighting switch to 

position ñ   ò, you can light up the headlamp, taillight, position 

lamp, instrument light. Shift the lighting switch to position 

ñ ò, you can light up the front position lamp, taillight, and 

instrument light. 
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Electric starting switch  

the main lock and holding the front brake or rear brake handlebar (the 

kickstand is in back state), push the starting button and you can start the 

engine  

 

Before starting the engine, please read the relevant 

instructions. 

 

Try to lift up the end of the seat pad to confirm whether it is 

locked in. Before locking, confirm the seat pad key is not inside the trunk. 

Note 

Notice 
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Rear brake handlebar  

 

The rear brake handlebar is located at the left 

handgrip and when grasping the handlebar 

toward the handgrip, the braking is applied. 

 

 

Front brake handlebar  

 

The front brake handlebar is l 

ocated at the right handgrip and when grasping the 

handlebar toward the handgrip, the braking is 

applied. 

 

 

Seat lock 

Open: Insert the key to the seat pad lock switch, 

and just turn the key 45 degrees clockwise. 

Close: Press the seat pad to its original position, 

Then pull out the key 

 

Steering lock 

To lock the steering handle, make left rotation  

of motorcycle steering handle through to the  

end, and when the key is in ñ   ò position,  

press the main switch and then turn 

 counterclockwise directly to ñ   ò position  

to lock the steering handle, and pull out the key. 

Turn the clockwise to ñ   ò position and you can unlock the steering lock.  

 

When riding the motorcycle, never turn the key to ñ   ò 

position. 

 

Fuel tank cap 

 

Open: open the seat pad and just turn the 

counterclockwise.  

 

Close: Join the bulge on the fuel tank cap with the 

groove on the fuel tank and just turn the cap 

clockwise. 

 

Before riding motorcycle, make sure the fuel tank cap has been 

properly installed and locked to its original place 

 

Warning 

Warning 
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Starting lever 

Screw out the starting lever towards the outer 

side of the engine. Tread the starting lever 

slightly with foot till the gear gets engaged and 

then start the engine by fast and forceful treading 

of the starting lever. 

 

 

When using starting lever, use throttle handlebar to refuel slightly 

and this will help motorcycle starting. 

 

Trunk  

 

The trunk is located under the seat pad  

 

 

When loading, never exceed the max. 

load of 10.0 kg. 

Rearview mirror  

Use a spanner to adjust the assembling nut at the 

lower end of rearview mirror and then you can 

adjust the rearview mirror angles. 

 

Kickstand 

This motorcycle has equipped with a shutting off system for ignition return 

circuit. When the kickstand is laid down, you will not be able to start the 

motorcycle. And only when the kickstand is retracted, can the engine be 

started. The kickstand is at the left pedal position of the frame. 

 
Considering of safety, please spring up the kickstand before 
riding, this motorcycle has set up a safety protection system, the 

engine will not get started with the kickstand in laid down state. Please check 
carefully according to following operating instruction steps. If there was any 
failure, please send your motorcycle to the dealer from whom you purchased 
or to the appointed maintenance station for repair. 

 ̧ The trunk, when exposed under the sunshine, will easily 

get hot and do not place any flammable articles inside the trunk.  

 

 ̧ Do not put any valuables or breakables inside the trunk.  

 

 ̧ The trunk will easily get wet in rainy days or during motorcycle cleaning.  

 

 ̧ Wrapping up goods liable to get damp before placing into the trunk.  

 

 ̧ Be sure to store an appropriate size of safety helmet into the trunk. 

 

 ̧ When you leave your motorcycle, make sure not to leave the seat pad in 

open position. 

Check of kickstand function 

 

Check the kickstand switch for its 
motion state in accordance with the 
following methods 

 
For your safety, should 
any abnormal kickstand 

motion is found, go to the dealer 
from whom you originally bought 
your motorcycle or the appointed 
maintenance station for checkout. 

During this checkout, use the main 

stand to support the vehicle body. 

 

Turn the main switch to ñò 

 

Spring up the kickstand  

 

Press starting switch while grasping 

brake handlebar and the engine can get 

started. 

 

Lay down the kickstand  

 

The engine will get a flameout  

 

Kickstand functions normally  
 

Notice 

Warning 

Warning 

Notice 

Warning 
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 Check before riding 
 
Before using your motorcycle, the following items should be checked:  
 

Item Checking contents 

Front and rear brakes  Check the operation, status and free travel stroke, 
adjust it if necessary. 

Throttle rotate handle  Check of motion, adjust free gap if necessary, check 
the operation state, lubricate and adjust if necessary. 

Engine oil Check of oil level. Fill engine oil if necessary. 

Wheels and tires  Tire pressure, wear and deflection status 

Various wire cables  Check of the motion state, lubricate it if necessary. 

Brake handlebar pivot  Check of the motion state, lubricate it if necessary. 

Main stand and kickstand shafts  Check of the motion state, lubricate it if necessary. 

Lock tightness  Check the tightness of linkages between various 
components of the frame. When necessary, make 
adjustment to the lock tightness. 

Gasoline tank  Gasoline capacity, refill if necessary. 

Lamps and signal lamps  Check of the working state, make corrections if 
necessary  

Storage battery Check of the voltage, charge battery if necessary. 

  

Front  and rear brakes 

 

1. Front and rear brake handlebars  

Check whether the front and rear brake 

handlebars have proper free stroke and 

make adjustment when necessary. Before 

riding, carry out a checking and 

confirmation for brake performance while 

the motorcycle is running at low speed 

 

2. Brake 

When you feel that the front brake handlebar is unable to or can not stop the 

vehicle in operation, it indicates that there is a risk of insufficient braking 

force for your brake system and the brake system has got a failure. Be sure 

not to ride the motorcycle before removal of the failure. And go 

immediately to the dealer from whom the motorcycle was originally 

purchased or the appointed maintenance station for checking and repairing.  

Checking before use should be carried out before each time 

you ride the motorcycle. You can complete all the above 

checks within a very short time, but the safety and value that 

will result from the checks are far worthy of the time you spend, therefore 

make sure to carry out all these checks before using of your motorcycle.  

  

Should any of the above items is found nonconforming or 

can not work normally, make sure to have it repaired and 

corrected to normal conditions before you can ride the motorcycle. Go to 

the original dealer from whom you purchased your motorcycle or the 

appointed maintenance station for assistance when necessary. 

Check of brake fluid leakage 

Make the front brake in motion for several minutes, and check the oil pipe joint 

or main brake cylinder for any brake fluid leakage.  

 

Brake fluid will damage the painting coat or the structure of the 

plastic parts and it also has corrosion to man's skin. In case of any 

splatters or sprays, clean at once with dry cloth or paper towel and 

wash with clean water; See a doctor at once if it is sprayed into the 

eyes. 

If leakage of brake fluid is found, immediately go to the dealer from 

whom the motorcycle was originally purchased or to the appointed 

maintenance station for checking and repairing. Leakage of brake 

fluid means there is dangerous status in the brake system. 

Note 

Warning 

Note 

Note 
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Throttle  grip  

Rotate the throttle grip to confirm if it is in normal operating state and 

check if the free travel stroke (2~6mm) is correct. The throttle grip, if 

released, will return to its original position by force of spring. If the grip 

needs any adjustment, it should be done by the dealer from whom the 

motorcycle was originally purchased or at the appointed maintenance 

station. 

 

Be careful not to use too much force for this operation for 

fear of the throttle blocking and causing overspeeding. 

 

Engine oil 

Engine oil volume should be kept in a standard 

position. You should add engine oil if the 

volume is below the standard position.  

 

Recommend engine oil: (see Fig. 1 on page 23)   

Regular oil replacement amount: 1.1L 
 

Recommended oil grade: APISE, SF types or other same 

grades (such as ñSF-SEò, ñSF-SE-CCò, ñSF-SE-SDò etc.)  

Tires 

The vehicle uses tubeless tires, and for ensuring 
optimum tire performance, lengthening service life and 
enabling safe operation, each of the following items 
should be carefully observed:  
 

Check and adjust the tire pressure only when 
the air temperature inside the tire is equal to outside air temperature. Tire 
pressure adjustment should be made according to the total weight of the 
loaded goods, rider and the components as well as the vehicle speed. 

 

Pressure of a cold tire:  

In case of the rider only,  front tire: 150kPa  rear tire: 200kPa  

In case of the rider with 2 passenger,  front tire: 175kPa  rear tire: 225kPa 

 

Motorcycle load has an absolute affect to various characteristics of 
the motorcycle itself, such as operation and control, braking, 

performance and even safety. Articles, if loaded, must be tightly tied and must not 
get loose. The heaviest objects should be packed and placed close to the 
motorcycle center with weight distributed evenly to the two sides of the 
motorcycle. Make proper adjustment to the damper in accordance with the load, 
and check tire state and tire pressure. In any casĕ never overload the motorcycle. 
Make sure that the total weight of the driver, passenger, fittings should not exceed 
the maximum load of the vehicle. Riding an overloaded motorcycle may cause tire 
damages, unexpected accidents, or even personal injury or death. 

Air filter  

Air filter can prevent dust from entering into 

the engine. But if the air filter is not properly 

maintained, dust will still enter into the engine. 

So the air filter should be regularly cleaned and 

for the Regular Maintenance Form, please refer 

to page 16.  

 

Please check or clean the air filter after you have rode your 

motorcycle each time. 

Tire engravings      Tubeless tire     Tire wear mark ñǶò  

Warning 

Warning 

Upper limit   Lower limit 

Note 

Note 

Warning 




